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e PCBASED DIAGNOSTICSCORE R

Laptop attaches
to the EScope Pro
creating the ultimate

- . Laptop PC
mobile diagnostic tool! FReR

EScope Pro (P/N ESO1000) (Patent Pending)

- The EScope Pro is an eight channel dual time base PC diagnostic scope. This allows for viewing of up to eight
channels on two different time bases. This scope also allows bidirectional control of electrical devices, feedback
equation (virtual replacement of electrical sensors), and much more.

- The EScope Pro is the next level PC automotive diagnostic platform.

- The EScope Pro is 5x faster with 16x more resolution than the EScope making this the most powerful automotive
diagnostic scope available.

- The first device that is configured to mount the PC notebook directly to the scope case making the EScope Pro a
powerful diagnostic platform.

- Can be used simultaneously with wireless connections to the Emission 5 Gas Analyzer and the EScan scan tool.
This allows the technician to view live waveforms, 5 gas data, and scan tool data on one screen while remaining
hand held and fully portable.

- Will power and read up to four pressure transducers at one time.

- The EScope Pro will work on all hybrid vehicles.

- Can be purchased with a laptop custom configured to run the EScope Pro.

- Includes software upgrades for one year minimum and full technical support.

- All EScope Pro accessories are included.
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All Channels in Full Color with Masking to assist troubleshooting
Dual Time Bases, Both Viewable Simultaneously on Separate
Charts

Each Channel can be Turned On or Off on Either Chart while
Running or Holding

Hold Buttons Allow Viewing of Last Five Screen Sweeps

Stacks Dual A Oscilloscope Data with Independent
Ranges for Each Channel

All Channels in Full Color with Masking to assist
troubleshooting

Hold Buttons Allow Viewing of Last Five Screen Sweeps
MultiTool Tab allows Simultaneous Viewing of EScope
Data along with Data from other ATS Diagnostic Tools



Measure and Deep Record

8 Voltage Meters
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Save Data A (F8)

Save Data B (F9)

Load Data (F10)
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Use cursors to easily measure voltage, voltage difference, period (s),
and frequency (Hz)

Easily Zoom Window, Zoom In, Zoom Out, Zoom All (extents) with
mouse

Easily Pan using mouse

Data to be measured can come from Plot A, Plot B, or Deep Record
Deep Record allows continuous recording of 500,000 samples of data
on all eight channel

After 500,000 sample buffer has been filled recording will continue
erasing start of buffer only so the last 500,000 samples are always
available for viewing and saving to file

Mark Data (Page Up) Button: Allows you to mark events while
recording data

Eight Digital Readouts

Eight Slide Bar Readouts in Vivid Color
Independent Slide Bar Range Adjustments for Each
Channel



Two Channel Timing Generator & Counter

One TTL Output with Frequency and Duty Control

One Pull Down Circuit with Frequency and Duty Control.
Can Control High Current Devices like Fuel Injectors, EGR
Solenoids, Canister Purge Solenoids, etc.

Two Counter Inputs that can Measure Frequency, Period,
Pulse Width, and Number of Pulses

Chart Graphing for Count History

Two Channel Function Generator

-10 to +10 Volts DC output

Automotive Sensor Simulator Intercepts Sensor Signal on Meter and
Sends Modified Signal to PCM

Slow Frequency Waveform Generation: Sin, Triangle, Square, and
Sawtooth (Ramp)



Kit Includes:

High Current Amp Clamp (600A Max)

Low Current Amp Clamp (60A Max)

9 12ft Color Coded Cable Extensions

9 ft Battery Ground Cable

8 Color Coded Back Probes with Banana Jacks

2 Banana Plug Adapters

12 Color Coded Alligator Clips with Banana Jacks

2 Test Probes with Banana Jacks (One Black, One Red)
10 Color Coded 6ft BNC Banana to Plug Leads

8 Color Coded T Wire Piercers

AC Coupler

12V DC Power Supply (Battery Clips)

Power Supply to Cigarette lighter

Power Cord

USB Cable

Bracket Set for Laptop

2 Extra EScope Fuses

EScope Pro and Software

Hard Plastic Case with Foam Padding for Accessory Kit

Auxiliary Port for Future Expansion

Ignition Analyzer (Patent Pending): View and Power Balance
Testing on Most Ignition Systems

5 Gas Analyzer

Scan Tool

Transmission Analyzer

Cooling System & AC Analyzer



